The following table provides recommended emissions limitations to satisfy the requirements in 15A NCAC 2D .1109 for existing combustion sources.

	Fuel Fired
	Heat Input Capacity 
in MMBtu/hr [C]
	Pollutant
	Emission Limitation

	Dry Wood 

(<20% Moisture Content)
	C < 30
	Particulate Matter (filterable)
	0.19 lb/MMBtu

	
	
	Total Selected Metals*
	0.0002 lb/MMBtu

	
	
	Mercury
	0.000005 lb/MMBtu

	
	
	Hydrogen Chloride
	0.02 lb/MMBtu

	
	
	Carbon Monoxide
	269 ppmvd, 7% O2

	
	30 < C
	Particulate Matter (filterable)
	0.39 lb/MMBtu

	
	
	Total Selected Metals*
	0.0005 lb/MMBtu

	
	
	Mercury
	0.000005 lb/MMBtu

	  
	
	Hydrogen Chloride
	0.02 lb/MMBtu

	
	
	Carbon Monoxide
	508 ppmvd, 7% O2

	Green Wood

(>20% Moisture Content)
	C < 30
	Particulate Matter (filterable)
	0.27 lb/MMBtu

	
	
	Total Selected Metals*
	0.0003 lb/MMBtu

	
	
	Mercury
	0.000005 lb/MMBtu

	
	
	Hydrogen Chloride
	0.02 lb/MMBtu

	
	
	Carbon Monoxide
	269 ppmvd, 7% O2

	
	30 < C < 100
	Particulate Matter (filterable)
	0.27 lb/MMBtu

	
	
	Total Selected Metals*
	0.0003 lb/MMBtu

	
	
	Mercury
	0.000005 lb/MMBtu

	
	
	Hydrogen Chloride
	0.02 lb/MMBtu

	
	
	Carbon Monoxide
	508 ppmvd, 7% O2

	
	100 < C
	Particulate Matter (filterable)
	0.18 lb/MMBtu

	
	
	Total Selected Metals*
	0.0003 lb/MMBtu

	
	
	Mercury
	0.000005 lb/MMBtu

	
	
	Hydrogen Chloride
	0.02 lb/MMBtu

	
	
	Carbon Monoxide
	555 ppmvd, 7% O2

	Coal
	C < 30
	Particulate Matter (filterable)
	0.56 lb/MMBtu

	
	
	Total Selected Metals*
	0.0004 lb/MMBtu

	
	
	Mercury
	0.000003 lb/MMBtu

	
	
	Hydrogen Chloride
	0.31 lb/MMBtu

	
	
	Carbon Monoxide
	133 ppmvd, 7% O2

	
	30 < C < 100
	Particulate Matter (filterable)
	0.41 lb/MMBtu

	
	
	Total Selected Metals*
	0.0004 lb/MMBtu

	
	
	Mercury
	0.000003 lb/MMBtu

	
	
	Hydrogen Chloride
	0.31 lb/MMBtu

	
	
	Carbon Monoxide
	133 ppmvd, 7% O2

	
	100 < C
	Particulate Matter (filterable)
	0.08 lb/MMBtu

	
	
	Total Selected Metals*
	0.0004 lb/MMBtu

	
	
	Mercury
	0.000003 lb/MMBtu

	
	
	Hydrogen Chloride
	0.05 lb/MMBtu

	
	
	Carbon Monoxide
	133 ppmvd, 7% O2

	Residual Fuel Oil 

(Nos. 4, 5, & 6)
	All Capacities
	Particulate Matter (filterable)
	0.45 lb/MMBtu

	
	
	Total Selected Metals*
	0.002 lb/MMBtu

	
	
	Mercury
	0.00002 lb/MMBtu

	
	
	Carbon Monoxide
	28 ppmvd, 7% O2

	Distillate Fuel Oil 

(Nos. 1 & 2)
	All Capacities
	All HAP
	Work Practice Standards

	Gaseous Fuel
	All Capacities
	All HAP
	Work Practice Standards


